CITY OF I—ODI Side Inlet Catch Basin

PUBLIC WORKS DEPARTMENT

The Side Inlet Catch Basin shall be located
with respect to the B.C.R., E.C.R., and P/L
as shown below.
Face of curb per
appropriate Std Plan. P/L
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Flowline and curb transition (typ.)
Catch basin assembly . )
per Std. Plan 307 8" Depression across full
width of opening
PN
Notes: L aF ‘ Top of curb (T.C.)
1. The concrete shall conform to 127 o ‘ﬁ\
following criteria. 90% R.C. !
A. 2500 P.S.I. at 28 days. T N 18 127
B. 1 1/2” maximum aggregate. f YRR 90% R.C
C. 4”7 slump at placing site. . C o o |
D. Light broom finish. er plan or
E. Impervious membrane cure. . js min.
S Note 4 : max.
2. When catch basin is to be ee hote
constructed with stub, the stub See Note 3 o
shall extend beyond the toe of \a
the curb & gutter and plugged Concrete to —m=.
with precast plug. be placed
against neat :
3. Barrel may be constructed with excavation. 4 :
18” R.C.P. and grouted smooth. v . See Note 5
4. Recompact over—excavated areas 6" % -
to 92% R.C. J"\/»\\//\’ \
5. Lateral line must be ductile iron See Note 4 Concrete to be placed
pipe when cover is 2" or less. against neat excavation.
6. For trench backfill requirements
See Std. PIn 501.
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